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Specifications
FEATURE CONTINUOUS SURGICAL HIGH VACUUM LOW VACUUM
Selector Switches — Modes Available: Regulated Yes Yes Yes Yes
Full line No Yes Yes No
off Yes Yes Yes Yes
Operating Range: Regulated 0-300 mm Hg + 20 0-300 mm Hg + 20 Maximum Available 0-90 + 5 mm Hg
Full Line N/A Maximum Available Maximum Available N/A
(Maximum vacuum levels are limited by the source vacuum available)
Operation Line (Source) Vacuum Range 12" 10 30" Hg
Unit Calibrated at 18" Hg Vacuum Source
Overall Dimensions 6.8" (174 mm) High x 2.65" (67 mm) Wide x 4.07" (104 mm) Deep
Weight 1.3 Ibs. (0.59 kg)
Vacvum Gavuge 0o 760 mm Hg 00 100 mm Hg
Range 010 300 mm Hg (Increments of 5 mm Hg) (Increments of 20 mm Hg) | (Increments of 5 mm Hg)
0 to 40 kPa (Increments of 2 kPa) 010 100 kPa (5 kPa) 010 13 kPa (1 km)
Size 2" Diameter Gauge Face 2" Diameter Gauge Face 2" Diameter Gauge Face
Type Diaphragm Diaphragm Diaphragm
Materials of Construction: Case High Impact Polycarbonate
Knobs Soft Thermo Plastic Rubber Outer Shell Molded on Thermoplastic Body
Internal Parts Acetal Resin
Metal Parts Brass, Stainless Steel and Plated Steel
Operating Temperature 35 degrees F to 120 degrees F
Repair Kits Available - See page 12 for ordering information
Ordering Information
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VACUTRON® BOTTOM ELBOW CHEMETRON | *CHEMETRON DISS 1/8 NPT | **1-1/4"x | OHMEDA PURITAN- | OXEQUIP DISS
MODEL OUTLET HOSE STEM | 0Q.C. RECT. | Q.C. ROUND | FEMALE FEMALE 1/8 NPT DIAMOND BENNETT | MED*STAR®| HANDTIGHT
DISS MALE 22-13-0102 | 22-13-1108 | 22-13-1113 | 22-13-1107 | 22-13-0100 | 22-13-1100 | 22-13-1106 | 22-13-1105 | 22-13-1104 22-13-111
BARBED STEM | 22-13-0202 | 22-13-1208 | 22-13-1213 | 22-13-1207 | 22-13-0200 | 22-13-1200 | 22-13-1206 | 22-13-1205 | 22-13-1204 22-13-1211
CONTINUOUS
V.A. MALE 22-13-0302 | 22-13-1308 | 22-13-1313 | 22-13-1307 | 22-13-0300 | 22-13-1300 | 22-13-1306 | 22-13-1305 | 22-13-1304 | 22-13-1311
BACTERIA FLTR 22-13-1508 | 22-13-1513 | 22-13-1507 | 22-13-0500 | 22-13-1500 | 22-13-1506 | 22-13-1505 | 22-13-1504 22-13-1511
DISS MALE 22-12-0102 | 22-12-1108 | 22-12-1113 | 22-12-1107 | 22-12-0100 | 22-12-1100 | 22-12-1106 | 22-12-1105 | 22-12-1104 22-12-1111
BARBED STEM | 22-12-0202 | 22-12-1208 | 22-12-1213 | 22-12-1207 | 22-12-0200 | 22-12-1200 | 22-12-1206 | 22-12-1205 | 22-12-1204 | 22-12-1211
SURGICAL V.A. MALE 22-12-0302 | 22-12-1308 | 22-12-1313 | 22-12-1307 | 22-12-0300 | 22-12-1300 | 22-12-1306 | 22-12-1305 | 22-12-1304 | 22-12-1311
45" DISS MALE | 22-12-0402 | 22-12-1408 | 22-12-1413 | 22-12-1407 | 22-12-0400 | 22-12-1400 | 22-12-1406 | 22-12-1405 | 22-12-1404 | 22-12-1411
BACTERIA FLTR 22-12-1508 | 22-12-1513 | 22-12-1507 | 22-12-0500 | 22-12-1500 | 22-12-1506 | 22-12-1505 | 22-12-1504 | 22-12-1511
DISS MALE 22-140102 | 22-14-1108 | 22-14-1113 | 22-14-1107 | 22-14-0100 | 22-14-1100 | 22-14-1106 | 22-14-1105 | 22-14-1104 22-14-1111
BARBED STEM | 22-14-0202 | 22-14-1208 | 22-14-1213 | 22-14-1207 | 22-14-0200 | 22-14-1200 | 22-14-1206 | 22-14-1205 | 22-14-1204 | 22-14-1211
ot | VAMAE | 72140302 | 22141308 | 22141313 | 22141307 | 22140300 | 2141300 | 20141306 | 2141305 | 2141304 | 7214131
45" DISS MALE | 22-14-0402 | 22-14-1408 | 22-14-1413 | 22-14-1407 | 22-14-0400 | 22-14-1400 | 22-14-1406 | 22-14-1405 | 22-14-1404 | 22-14-1411
BACTERIA FLTR 22-14-1508 | 22-14-1513 | 22-14-1507 | 22-14-0500 | 22-14-1500 | 22-14-1506 | 22-14-1505 | 22-14-1504 22-14-1511
DISS MALE 22-19-0102 | 22-19-1108 | 22-19-1113 | 22-19-1107 | 22-19-0100 | 22-19-1100 | 22-19-1106 | 22-19-1105 | 22-19-1104 | 22-19-1111
LOW VACUUM | BARBED STEM | 22-19-0202 | 22-19-1208 | 22-19-1213 | 22-19-1207 | 22-19-0200 | 22-19-1200 | 22-19-1206 | 22-19-1205 | 22-19-1204 | 22-19-1211
BACTERIA FLTR 22-19-1508 | 22-19-1513 | 22-19-1507 | 22-19-0500 | 22-19-1500 | 22-19-1506 | 22-19-1505 | 22-19-1504 | 22-19-1511

International ISO Suction Regulators: To order, change the 3rd digit from 1 to 2.
Example: 22-13-0102 in International ISO style will be 22-23-0102.

* Used in 1966 and earlier gas outlets.

** Comes with all models except 1/8" NPT Female.
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Specifications
FEATURE CONT/INT INTERMITTENT PEDIATRIC CONT/INT PEDIATRIC ONLY
Selector Switches — Modes Available: Intermittent Mode Yes Yes Yes No
Continuous Mode Yes No Yes Yes
off Yes Yes Yes Yes
Operating Range: Intermittent Mode 0-150 mm Hg 10 0-150 mm Hg + 10 0-110 mm Hg + 10 N/A
Continuous Mode 0-300 mm Hg + 20 N/A 0-130 mm Hg + 10 0-130 mm Hg + 10
(Maximum vacuum levels are limited by the source vacuum available)
Operation Line (Source) Vacuum Range 12" 10 30" Hg
Unit Calibrated at 18" Hg Vacuum Source
Overall Dimensions 6.8" (174 mm) High x 2.65" (67 mm) Wide x 4.07" (104 mm) Deep
Weight 1.5 Ibs. (0.75 kg)
Vacvum Gauge
Range 010 300 mm Hg (Increments of 5 mmHg) 0 to 150 mm Hg (Increments of 5 mmHg)
0 1o 40 kPa (Increments of 2 kPa)
Size 2" Diameter Gauge Face 2" Diameter Gauge Face
Type Diaphragm Diaphragm
Materials of Construction: Case High Impact Polycarbonate
Knobs Soft Thermo Plastic Rubber Outer Shell Molded on Thermoplastic Body
Internal Parts Acetal Resin
Metal Parts Brass, Stainless Steel and Plated Steel
Operating Temperature 35 degrees F to 120 degrees F
Repair Kits Available - See page 12 for ordering information
Ordering Information
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VACUTRON® BOTTOM ELBOW CHEMETRON | *CHEMETRON DISS 1/8 NPT | **1-1/4"x | OHMEDA PURITAN- | OXEQUIP DISS
MODEL OUTLET HOSE STEM | 0Q.C. RECT. | Q.C. ROUND | FEMALE FEMALE 1/8 NPT DIAMOND BENNETT [MED*STAR®| HANDTIGHT

DISS MALE | 22-15-1102 | 22-15-1108 | 22-15-1113 | 22-15-1107 | N/A—Use= | 22-15-1100 | 22-15-1106 | 22-15-1105 | 22-15-1104 | 22-15-1111

BARBED STEM | 22-15-1202 | 22-15-1208 | 22-15-1213 | 22-15-1207 | N/A—Use= | 22-15-1200 | 22-15-1206 | 22-15-1205 | 22-15-1204 | 22-15-1211

CONTINUOUS-
INTERMITTENT VA MALE | 22-15-1302 | 22-15-1308 | 22-15-1313 | 22-15-1307 |N/A—Use= | 22-15-1300 | 22-15-1306 | 22-15-1305 | 22-15-1304 | 122-15-1311

45" DISS MALE| 22-15-1402 | 22-15-1408 | 22-15-1413 | 22-15-1407 |N/A—Use= | 22-15-1400 | 22-15-1406 | 22-15-1405 | 22-15-1404 | 122-15-1411

BACTERIA FLTR 22-15-1508 | 22-15-1513 | 22-15-1507 |N/A—Use= | 22-15-1500 | 22-15-1506 | 22-15-1505 | 22-15-1504 | 122-15-1511

DISS MALE | 22-16-1102 | 22-16-1108 | 22-16-1113 | 22-16-1107 |N/A—Use= | 22-16-1100 | 22-16-1106 | 22-16-1105 | 22-16-1104 | 22-16-1111

BARBED STEM | 22-16-1202 | 22-16-1208 | 22-16-1213 | 22-16-1207 | N/A—Use=> | 22-16-1200 | 22-16-1206 | 22-16-1205 | 22-16-1204 | 22-16-1211

INTERMITTENT VA MALE | 22-16-1302 | 22-16-1308 | 22-16-1313 | 22-16-1307 |N/A—Use= | 22-16-1300 | 22-16-1306 | 22-16-1305 | 22-16-1304 | 22-16-1311

45" DISS MALE| 22-16-1402 | 22-16-1408 | 22-16-1413 | 22-16-1407 |N/A—Use= | 22-16-1400 | 22-16-1406 | 22-16-1405 | 22-16-1404 | 122-16-1411

BACTERIA FLTR 22-16-1508 | 22-16-1513 | 22-16-1507 |N/A—Use= | 22-16-1500 | 22-16-1506 | 22-16-1505 | 22-16-1504 | 22-16-1511

DISS MALE | 22-17-1102 | 22-17-1108 | 22-17-1113 | 22-17-1107 | N/A—Use= | 22-17-1100 | 22-17-1106 | 22-17-1105 | 22-17-1104 | 22-17-1111

(Jﬁ%ﬁygﬁs BARBED STEM | 22-17-1202 | 22-17-1208 | 22-17-1213 | 22-17-1207 | N/A—Use=s | 22-17-1200 | 22-17-1206 | 22-17-1205 | 22-17-1204 | 22-17-1211

INTERMITTENT VA MALE | 22-17-1302 | 22-17-1308 | 22-17-1313 | 22-17-1307 |N/A—Use= | 22-17-1300 | 22-17-1306 | 22-17-1305 | 22-17-1304 | 122-17-1311

BACTERIA FLTR 22-17-1508 | 22-17-1513 | 22-17-1507 |N/A—Use= | 22-17-1500 | 22-17-1506 | 22-17-1505 | 22-17-1504 | 122-17-1511

DISS MALE | 22-18-0102 | 22-18-1108 | 22-18-1113 | 22-18-1107 | 22-18-0100 | 22-18-1100 | 22-18-1106 | 22-18-1105 | 22-18-1104 | 22-18-1111

PEDIATRIC BARBED STEM | 22-18-0202 | 22-18-1208 | 22-18-1213 | 22-18-1207 | 22-18-0200 | 22-18-1200 | 22-18-1206 | 22-18-1205 | 22-18-1204 | 22-18-1211
CONTINUOUS

ONLY VA MALE | 22-18-0302 | 22-18-1308 | 22-18-1313 | 22-18-1307 | 22-18-0300 | 22-18-1300 | 22-18-1306 | 22-18-1305 | 22-18-1304 | 122-18-1311
BACTERIA FLTR 22-18-1508 | 22-18-1513 | 22-18-1507 | 22-18-0500 | 22-18-1500 | 22-18-1506 | 22-18-1505 | 22-18-1504 | 22-18-1511
International ISO Suction Regulators: To order, change the 3rd digit from 1 to 2. * Used in 1966 and earlier gas outlets.

Example: 22-15-0102 in International ISO style will be 22-25-0102. ** Comes with all models except 1/8" NPT Female.





